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NTACT TRAFFIC SYSTEMS MANAGEMENT CENTER
I0R TO WORK BEGINNING AND AFTER LANES ARE
EN TO TRAFFIC.

L SIGNS SHALL BE 487 X 4B BLACK DN ORANGE,
LESS OTHERWISE NOTED.

OGN SPACING WMAY BE ADJUSTED TO ACCOMODATE
TERCHANGE RAMPS.

TEND DEVICE TAPER ACROSS SHOULDER.

STALL PORTABLE CHANGEABLE MESSAGE SIGN
PROXIMATELY 1 MILE IN ADVANCE OF LANE
QSURE.

E TRAMSVERSE DEVICES IN CLOSED LANE

ERY 1000" %,

LOWABLE CLOSURE TIME IS5 AS FOLLOWS:
RTHBOUND -

BETWEEN 10:00 PM AND 6:00 AM SUN.-THUR.
(HOV + ADJACENT LANE CLOSED!

BETWEEN 11:00 PM AND 10:00 AM SAT.

(HOV + ADJACENT LANE CLOSED)

BETWEEN 11:00 P# AND 8:00 AM SAT,

(2 GP LANES CLOSED!).

UTHBOUKRD -

BETWEEN 9:00 PM AND 5300 AM SUN.-THUR.
(HOV + ADJACENT LANE CLOSED)

BETWEEN 11:00 PM AND 9:00 &M SAT.

(HOV + ADJACENT LANE CLOSED)

BETWEEN 11:00 PM AND T7:00 AM SAT.

(2 GP LANES CLOSED!.

FLAGGERS OR SPOTTERS.

OVIDE ONE W20-1 SIGN ON EACH ON-RAMP WITHIN
E LIMITS OF THE LANE CLOSURE.

IOYTYPE € WARNING LIGHTS SHALL BE ATTACHED TO TRAFFIC

FETY DRUMS FOR NIGHT TIME WORK ACTIVITY.

TYPICAL PROTECTIVE
VEHICLE TYPE
WITH TMA

1440°

TYPICAL PROTECTIVE VEHICLE
(WITH TMA) LOADED WEIGHT
(LBS)

STATIONARY
OPERATION
(feet)

4 YARD DUMP TRUCK,

SERVICE TRUCK,
FLAT BED, ETC.

MINIMUM WEIGHT 15,000 LBS.
(MAXTMUM WEIGHT SHALL BE
IN ACCORDANCE WITH

MANUFACTURER RECOMMENDATION)

30 MIN

120

ROLL AHEAD STOPPING DISTANCE ASSUMES DRY PAVEMENT

PROTECTIVE VEHICLE ROLL AHEAD DISTANCE = R

15002

ROLL AHEAD DISTANCES VARY AND SHALL BE DETERMINED IN FIELD BASED

ON WORK OPERATION AND SITE SPECIFIC CONDITIONS.
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415 ROAD WORK G20-2A
(OPTIONAL) | |
48" X 24" 1) CONTACT TRAFFIC SYSTEMS MAMAGEMENT CENTER
PRIOR TO WORK BEGINNING AND AFTER LANES ARE
OPEN TO TRAFFIC.
2) ALL SIGNS SHALL BE 48" X 48" BLACK ON ORAMGE,
UNLESS OTHERWISE NOTED.
31 SIGN SPACING MAY BE ADJUSTED TO ACCOMDDATE
INTERCHANGE RAMPS.
4) EXTEND DEVICE TAPER ACROSS SHOULDER.
5) ALLOWABLE CLOSURE TIME IS AS FOLLOWS:
NORTHBOUND - BETWEEN 9:00 AM AND 3:00 PM DAILY,
9:00 PM AND 6:00 AM SUN.-THUR., T:00 PM AND 11:00 AM
LEGEND SAT.-SUN.
e ORIGINATED BY: DATE: REVIEWED BY: DATE: SOUTHBOUND - BETWEEN 9:00 AM AND 3:00 PM DAILY,
7:00 PM AND 5:00 AM SUN.-THUR., T:00 PM AND 10:00 AM
SAT.-SUN.
AT - TRIPOD MOUNTED
M SIGN LOCATION - TRIPOD MOUNTE CORRECTED BY: DATE: BACK-CHECKED BY: DATE: 6) HNO FLAGGERS OR SPOTTERS.
71 TEMPORARY CONCRETE BARRIER SHOULD NOT ENCROACH [NTO
N oo TEMPORARY TRAFFIC CONTROL DEVICE ADJACENT LANE.
(CONCRETE BARRIER) 8) CONFLICTING SIGNS SHALL BE COVERED OR RELOCATED.
9} TYPE C WARNING LIGHTS SHALL BE ATTACHED TO TEMPORARY
CONCRETE BARRIER FOR NIGHT TIME WORK ACTIVITY.
TYPICAL MEDIAN CLOSURE 101 IF ADVANCE SIGNS ARE WITHIN THE AREA OF AN
ON-RAMP, THEN ADVANCE SIGNS SHALL BE DUPLICATED ON THE RAMP
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TYPICAL PROTECTIVE
VEHICLE TYPE
WITH TMA

PROTECTIVE VEHICLE ROLL AHEAD DISTANCE = R

TYPICAL PROTECTIVE VEHICLE STATIONARY
(WITH TMA) LOADED WEIGHT OPERATION
(LBs) (feet)

ROLL AHEAD DISTANCES VARY AND SHALL BE DETERMINED IN FIELD BASED

ON WORK OPERATION AND SITE SPECIFIC CONDITIONS.

4 YARD DUMP TRUCK,
SERVICE TRUCK,
FLAT BED, ETC.

MINIMUM WEIGHT 15,000 LBS.
(MAXIMUM WETIGHT SHALL BE
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T:00

6) NO FLAGGERS OR SPOTTERS.
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UNLESS OTHERWISE NOTED.
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100 AM

VEHICLE SHALL BE STATIONARY DURING WORK ACTIVITY.
9} CONFLICTING SIGNS SHALL BE COVERED OR RELOCATED.

TYPE C WARNING LIGHTS SHALL BE ATTACHED TO TRAFFIC
SAFETY DRUMS FOR NIGHT TIME WORK ACTIVITY.
IF ADVANCE SICNS ARE WITHIN THE AREA OF AN

ON-RAMP, THEN ADVANCE SIGNS SHALL BE DUPLICATED ON THE RAMP
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